
The AROS RIELLO SENTINEL PRO UPS RANGE is a high efficiency high power output UPS sys-
tem offering a green UPS solution to the end user. With an input power factor of one and a 
THDI of less the 7%, Sentinel Pro on line double conversion UPS system is the ideal choice for 
maximum reliability to protect many critical loads in all industry sectors or for home use.

The long run backup version in the form of the ER, makes this unit suitable to backup small 
office environments and home electronics for up to several hours at a time while ensuring 
that sufficient battery recharge current is available to recharge the backup battery in the 
shortest amount of time within the requirements of the battery manufacturer.

The AROS REILLO Sentinel Pro online double conversion UPS system is fitted with a front 
mimic panel as well as LCD display for easy user interrogation and power reading values on a 
real time basis.

Along with a DB 9 interface and slots for optional plug in communication devices the Sentinel 
Pro UPS range is capable of operating with many different types of communication highways 
and load shutdown facilities as well as network monitoring of the UPS. This includes SNMP, 
Modbus, JBus and many more.

The AROS RIELLO Sentinel Pro UPS system is equipped with an advanced technology inverter 
allowing for its compliance with IEC62040-3 ensuring that clean stable filtered Sinewave pow-
er is always available to supply the critical IT loads along with Electromagnetic filtering and 
ability to supply overloads of up to 150 percent. 

The built in bypass switch ensure maximum load uptime in the event of a problem and al-
lows for uninterrupted switching between mains and inverter supply. 

The AROS RIELLO Sentinel Pro online double conversion UPS system is fitted with a rectifier 
capable of operating between 140 VAC and 300 VAC without using the battery backup (Load 
dependant) thereby ensuring maximum battery backup care and ensuring longest battery life 
expectancy. 
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Input

Voltage 230 Vac ± 20% 50/60Hz

Bypass

Voltage 
Tolerance 180 - 264 Vac; Frequency selected (from ± 1.5Hz to ± 5Hz configurable)

Output 220 Vac, 50Hz, Sinewave

Batteries VRLA AGM Maintenance-free lead acid internal battery. 
Recharge time is 6 - 8 hours.

Other 
Features

Net Weight (kg) 10.9 13.3 7 14.8 25.6 14 28 15

Dimensions (W x 
D x H) mm 158 x 422 x 235 190 x 446 x 333

Protection Overcurrent - short-circuit - overvoltage - under voltage - temperature - 
excessive low battery

Communication USB / DB9 with RS232 and contacts / Slot for communications interface

Standards Safety: EN 62040-1 and Directive 2014/35/EU; EMC: EN 620040-2 and 
Directive 2014/30/EU.

Operating 
Conditions 0°C / + 40°C, < 95% non-condensing

Colour Black

Noise < 40 dBA

AROS Riello Sentinel Pro single phase input 
single phase output, on line, double conver-
sion ups system. Available in: 

700VA 630w, 1000VA 900w, 1500VA 1350w, 
2200VA  1980w and 3000VA 2700w all with 

internal runtime battery backup. Also available in ER long back-
up version 1000VA, 2200VA and 3000VA



Specialist Uninterruptible 
Power Supply Company

Call: 011 794 2541/3406
Email:Standbypower@mweb.co.za

Senitnel Pro


