
The Pure Line UPS 6 to 10 kVA range in tower or rack-mount applications generates low 
amounts of audible noise whilst offering high efficiencies ensuring the lowest running costs. 

Quick and easy installation
The Pure Line rack or tower mount UPS units are 
available in either a tower mount box version or a 
19-inch rack-mount version which must be speci-
fied at the time of order placement.

The Pure Line UPS is fitted with a front LCD with 
an indication of its state of operation for easy 
monitoring at all times and fault codes for easy 
analysis in the event of a problem.

Standard supply includes both standard IEC sock-
ets and hard wire terminals for quick and easy 
load connection. 

Multitude of battery backup options and 
standby times
The Pure Line is available with either an internal 
battery backup for shirt run times or a long run 
version with a large powerful battery charger to 
cater for big external battery backup 

Pure line ups – tower mount online double-conversion, ups system with internal or long run 
battery backup options. 

Or

Rack mount online double-conversion, ups system with internal or long run battery backup 
options.

Tower Versions Include:
•	 6000 VA with internal backup battery - PL series
•	 6000 VA long backup with external battery - PLL 
•	 10 000 VA with internal backup battery - PL series
•	 10 000 VA long backup with external battery - PLL 

Rackmount Versions Include:
•	 6000 VA with internal backup battery - PLRM series 3U
•	 6000 VA long backup with external battery - PLRML 3U long backup
•	 10 000 VA with internal backup battery - PLRM series 3U
•	 10 000 VA long backup with external battery - PLRML 3U long backup

The Pure Line UPS uses modern high-frequency technology and is and most technically 
advanced, cost-effective online double-conversion UPS solution suited to power all types of 
mission-critical loads for any industry application giving the user backup power reliability of 
the highest standards during blackouts and power outages.

The Pure Line UPS range is easy to install and very flexible and installation-friendly. This, 
along with its various optional communication and interface options including SNMP up to 
the newest version 3, Potential free contacts as well as other communication interface op-
tions ensure that the Pure Line UPS can be used for any application to include but not limited 
to emergency backup as well as clean power supply in all walks of industries such as IT/Data 
Centre, security, fire, medical systems, PLC and industrial applications and many more.

The Pure Line UPS system can run in either standalone operation or optional parallel opera-
tion which will ensure highly critical systems for 99.9999% power availability and reliability. 

The Pure Line UPS systems make use of tried and trusted online double-conversion technol-
ogy ensuring the load is always fed from the reliable and stable static inverter ensuring clean 
and uninterrupted sine wave power supply to the critical load on a 24/7 basis. 

SINGLE PHASE INPUT/SINGLE PHASE OUTPUT 1:1 – PARALLEL-
ABLE – 6 KVA & 10 KVA

STANDBY SYSTEMS PURE LINE 
SERIES UPS SYSTEMS 6 TO 10 kVA

Specialist Uninterruptible 
Power Supply Company

Call: 011 794 2541/3406
Email:Standbypower@mweb.co.za



Pure Line Tower
Pure Line Rack Mount

P6000
PLRM6000

P10000
PLRM10000

Capacity

VA/W 6000VA / 4800W 10000VA / 8000W

Input

Voltage 200/220/230/240VAC

Voltage Range 120~275VAC

Frequency Range 50Hz / 60Hz Adjustable

Phase Single phase + Neutral

Power Factor >0.97

Output
Voltage 200/220/230/240VAC

Frequency 50Hz / 60Hz Adjustable

Wave Form Pure Sine Wave

Power Factor 0.8

Overload Capacity 110%~150% for 30 seconds

Crest Factor 3:1

Connections Terminal block

Battery

Type Sealed Maintenance Free Lead Acid

Nominal DC Voltage Internal 12V 7Ah

Quantity 16 Pieces

Backup Time (Full Load) ≥ 4 mins ≥ 3 mins

Recharge Time 7 hours to 90% capacity full discharge

Charge Current (Max) 1 Amp

Charge Voltage (VDC) 219.5VDC ± 1%V

Pure Line Tower
Pure Line Rack Mount

P6000
PLRM6000

P10000
PLRM10000

Bypass Automatic transfer on overload and UPS Failure

Other Features

Indicators - LCD Display UPS status, battery capacity, loading, fault code (LCD: I/P & O/P 
voltage and frequency, battery voltage)

Audible Alarm Bypass, battery low, overload, fault, mains fail

Acoustic Noise <55dBA at 1m

Communication

Intelligent RS232 serial port - Software support: Windows, 
Linux

Remote control UPS through SNMP management and internet	
(Optional)

Network Surge Protec-
tion

RJ45 I/O port available for network or fax / telephone line / 
modem

Environmental Operating Temperature: 0 to 40 degrees Celsius
Operating Humidity: 20-90% (No condensing)

Net Weight (kgs)
Rack Mount Weight

59
17.7

60.5
19.7

UPS Dimensions (L*W*H)
Rack Mount Dimensions

500 x 248 x 616
484 x 614 x 134



Pure Line Tower
Pure Line Rack Mount

PL6000
PLRML6000

PL10000
PLRML10000

Capacity

VA/W 6000VA / 4800W 10000VA / 8000W

Input

Voltage 200/220/230/240VAC

Voltage Range 120~275VAC

Frequency Range 50Hz / 60Hz Adjustable

Phase Single phase + Neutral

Power Factor >0.97

Output
Voltage 200/220/230/240VAC

Frequency 50Hz / 60Hz Adjustable

Wave Form Pure Sine Wave

Power Factor 0.8

Overload Capacity 110%~150% for 30 seconds

Crest Factor 3:1

Connections Terminal block

Battery

Type Sealed Maintenance Free Lead Acid

Nominal DC Voltage 192VDC

Quantity As Required

Backup Time (Full Load) As Required

Recharge Time As Required

Charge Current (Max) 4.5 Amp

Charge Voltage (VDC) 219.5VDC ± 1%V

Pure Line Tower
Pure Line Rack Mount

PL6000
PLRML6000

PL10000
PLRML10000

Bypass Automatic transfer on overload and UPS Failure

Other Features

Indicators - LCD Display UPS status, battery capacity, loading, fault code (LCD: I/P & O/P 
voltage and frequency, battery voltage)

Audible Alarm Bypass, battery low, overload, fault, mains fail

Acoustic Noise <55dBA at 1m

Communication

Intelligent RS232 serial port - Software support: Windows, 
Linux

Remote control UPS through SNMP management and internet	
(Optional)

Network Surge Protec-
tion

RJ45 I/O port available for network or fax / telephone line / 
modem

Environmental Operating Temperature: 0 to 40 degrees Celsius
Operating Humidity: 20-90% (No condensing)

Net Weight (kgs)
Rack Mount Weight

20
18.3

21.5
20.3

UPS Dimensions (L*W*H)
Rack Mount Dimensions

500 x 240 x 490
484 x 614 x 134


